Materials:
Casting, back cover, impeller and pump shaft: SUS304 material
Motor casing: Aluminium-alloy

Performance limits:

Max. Solid diameter: 14mm

Liquid temperature:-15C~+80°C

Can be connected with threaded tube or hose.

This pump can be used at full head without overloading motor.

Motor:

Continuous duty

Insulation B class

Protection class: IP55

Ambient temperature range: -15C~+40C
Wet part material: SUS304 or SUS316

TECHNICAL DATA n=2900rpm
Model Capacity

Single phase Three phase KW
220V 50HZ 380V 50HZ

DWO100D
DWO120D
DWO150D

DW0200D -
DW0300D
/ __Dwo40 30 40 | 175 168 16 | 152 14 125 | 115 97 75
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DIMENSION
Model A (o} C1 F H H1 H2 N N1 N2 S W W1 B D1 DNA D2 DNM
DWO100 74.5 170 20 358 226 108 118 120 160 80 9 84 52 90 D52 |G112" | ®52 G112”
DWO120 74.5 170 20 358 226 108 118 120 160 80 9 84 52 90 ®52 | G112" | ®52 |G112”
DWO150 82 193 20 364 253 120 133 140 180 100 9 100 52 74 D63 G2” D63 G2”
DWO0200 82 193 20 364 253 120 133 140 180 100 9 100 52 74 D63 G2” P63 | G2”
DWO300 82 193 20 390 253 120 133 140 180 100 9 100 52 65 ®80 |G212"| P63 | G2”
DWO400 82 193 20 390 253 120 133 140 180 100 9 100 52 65 ®80 |G212"| ®63 | G2”






